




































































































































































1. View of mat being removed from lake showing 
distortion of panels with vehicle traffic 

J · Two runs of mat, inverted with rolled edge downslope, 
being pushed into lake for egress test 

Photo 11. (Sheet 5 of 9) 



k. Views of "unrolled" edge of mat 

l. General v1ew of test area 

Photo 11. (Sheet 6 of 9) 



m. View of vehicle test after mat replaced on slope 
right side up, rolled edge down 

n . Another unsuccessful vehicle test on right - side - up mat 

Photo 11. (Sheet 7 of 9) 



o. Vehicle sliding sideways on right-side-up mat 

p. Frontal v1ew of vehicle spinning on mat, underwater, 
right side up 

Photo 11. (Sheet 8 of 9) 



q. Frontal v1ew of vehicle spinning on mat at water's edge 

Photo 11. (Sheet 9 of 9) 



a . View of st retched and tac ked T17 membr ane on level surface 

b. View of ta ck anchors us ed to secure membrane to soil 

Photo 12. Drawbar pull t ests on level grass area, 
WES (Sheet 1 of 2) 



c. Drawbar pull test on T17 membrane showing membrane 
stretching beneath tracks 

d. Close- up of stretched T17 membrane from beneath 
tracks of the M113 APC 

Photo 12. (Sheet 2 of 2) 




